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REGISTRATION:

SHEET LIST BUILDING DATA CODE SUMMARY

GENERAL:
G-001  TITLE SHEET

NO. DATE ISSUE DESCRIPTION
PROJECT DESCRIPTION: APPLICABLE CODES: See G-101 1 11-18-2009 | DD SUBMISSION

2 112-11-2009 | MR REVIEW

Addition & Renovation to Olney Library
CIVIL AND LANDSCAPE:

C-1 EXISTING CONDITIONS PLAN

C-2 SITE PLAN

C-0C PEDESTRIAN & VEHICULAR CIRCULATION PLAN
L-1.01 COMBINED NRI/FSD & TREE SAVE PLAN

L-1.02 COMBINED NRI/FSD & TREE SAVE NOTES & DETAILS
L-2.0 LANDSCAPE PLANTING PLAN

L-2.1 LANDSCAPE NOTES AND DETAILS

L-2.2 STORM WATER PLANTING PLAN

BUILDING AREA: BUILDING OCCUPANCY: See G-101

FIRST FLOOR 20,226 GSF CONSTRUCTION TYPE: TYPEIIB
MECHANICAL MEZZ. 2,328 GSF THE BUILDING SHALL BE FULLY SPRINKLERED IN COMPLIANCE
22,544 GSF WITH SECTION 903.3.1.1 AND NFPA 13 SPRINKLER CODE

ALLOWABLE BUILDING AREA:
114,000 SF

ARCHITECTURAL:

A-101  FIRST FLOOR PLAN
A-104 ROOF PLAN

A-201  BUILDING ELEVATIONS
A-202 BUILDING ELEVATIONS
A-203 BUILDING ELEVATIONS
A-1101 FURNITURE PLAN

ACTUAL BUILDING AREA:
20, 226 SF

ALLOWABLE BUILDING HEIGHT:
75'-0" SF

ACTUAL BUILDING HEIGHT:
44'-4" SF

ELECTRICAL:
E-401  SITE PLAN
E-402  SITE PLAN-PHOTOMETRICS

BUILDING OCCUPANT LOADS: SEE SHEET G101

*SEE SHEET G101 FOR DETAILED CODE ANALYSIS

AJE PROJECT NO: 13210.00
DRAWN BY: WE, MZ, SW
CHECKED BY: WE, SBC
PROJECT TEAM VICINITY MAP Ev PLAN

Architect

The Lukmire Partnership, Inc.

2700 South Quincy Street, Suite 300
Arlington, Virginia, 22206

703-998 0101

Civil Engineers Interior Design

ADTEK Engineers The Studio of Sandra Ragan
Patrick East Business Center 4411 Connecticut Ave, NW
97 Monocacy Blvd, Unit H Washington, D.C., 20008
Frederick, Maryland 21701 202-363-0105
301-622-4408

Structural Engineers:

Columbia Engineering

6210 Old Dobbin Lane, Suite 150
Columbia Maryland, 21045
410-992-9970

N Z Pla;orth

SHEET TITLE:

TITLE SHEET

Mechanical, Electrical & Plumbing
Mendoza Ribas Farinas & Associates
6265 Executive Boulevard

Rockville, Maryland, 20852
301-468-8882

SHEET NUMBER:

G-001

Original drawing is 30" x 42". Scale entities accordingly if reduced
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PROPERTY LINE

CONTOUR

BENCHMARK -‘

TRAVERSE TABLE
NO.| NORTHING | EASTING |ELEVATION| DESCRIPTION
100 | 541748.4310 | 1292769.6000| 539.07 |REBAR & CAP
101 |541523.3640 | 1293081.3100 | 543.44 |REBAR & CAP
102 [541892.2960 | 1292628.3200| 532.77 60d Nail

MANHOLE Q
SANITARY SEWER XS
STORM DRAIN _XRCP_
UTILITY POLE &
OVERHEAD UTILITY LINE — OHU—
ELECTRIC LINE - F—
GAS LINE - c——
GAS VALVE Gl
WATER LINE S/ —
WATER VALVE wy-o-
FIRE HYDRANT o
WATER METER W
TELEPHONE LINE -
RIPRAP B
LIGHT o
SIGN ——
CHAIN LINK FENCE
TREE LINE
£/ / %
NB2 \
w\%;;ﬁ\%\\ \/(0 /?
5 ‘;i\l\‘;%/ Vo &
e NS
% //w\\//
BENCHMARK TABLE
NO.| NORTHING EASTING |ELEVATION LOCATION
SQUARE CUT RIGHT FRONT CORNER
1 |541838.6943 (1292832.7032| 537.80 | CATCH BASIN, NORTH SIDE OF OLNEY
LAYTONSVILLE ROAD (RT. 108)
SQUARE CUT RIGHT FRONT CORNER
CATCH BASIN, NORTH SIDE OF OLNEY
2 |541721.7862 |1292971.7120| 540.22 | 'AYTONSVILLE ROAD (RT 108).
SQUARE CUT RIGHT FRONT
3 |541472.3277 |1292520.3771| 525.68 | CORNER CATCH BASIN, REAR
PARKING LOT OF LIBRARY.
7 8

VICINITY MAP
SCALE: 1" = 2,000'+ G
(WSSC GRID: 225 NW 3)
MONTGOMERY COUNTY
ADC MAP PAGE: 5049
GRID: K—6
(39th EDITION)

GENERAL NOTES F

1. EXISTING BOUNDARY AND TOPOGRAPHIC INFORMATION
SHOWN HEREON WAS PROVIDED BY MERIDIAN SURVEY'S, INC.,
811 RUSSELL AVENUE, GAITHERSBURG, MD.

PHONE: (301) 721-9400

FAX: (301) 840—0334

DATED MARCH, 2008.

2. SITE IS KNOWN AS "OLNEY LIBRARY” PARCEL P964, LIBER 5548,
FOLIO 362. MONTGOMERY COUNTY, MARYLAND. THE SITE IS ZONED
R-200.

3. THE HORIZONTAL DATUM OF THIS SURVEY IS MARYLAND STATE
PLANE GRID NAD 1983 UTILIZING NATIONAL GEODETIC SURVEY &
WSSC STATION 20243. THE VERTICAL DATUM OF THIS SURVEY IS

NGVD29. THE CONTOUR INTERVAL IS 2.

4. THE LOCATION OF UTILITIES IS TAKEN FROM ABOVE GROUND

IMPROVEMENTS AND FIELD LOCATIONS. INVERT ELEVATIONS HAVE

BEEN OBTAINED WHERE ACCESS WAS AVAILABLE. ACTUAL UTILITY

LOCATIONS SHOULD BE CONSIDERED APPROXIMATE AND SHOULD BE E
VERIFIED BEFORE COMMENCING ANY CONSTRUCTION.

5. THERE IS NO DESIGNATED 100 YEAR FLOODPLAIN ON THIS
PROPERTY. THE SITE IS IN ZONE "X" AS PER FEMA FLOOD
INSURANCE RATE MAP NO. 24031C-0215D, DATED SEPTEMBER 29,
2006.

6. THERE ARE NO WETLANDS ON THIS SITE.

7. NOTES ON THE DRAWINGS SHALL BE ASSUMED AS TYPICAL,
UNLESS OTHERWISE SHOWN OR NOTED ON THE DRAWINGS. ALL
NOTES SUPPLEMENT THE PLANS AND ARE IN NO WAY TO BE
CONSIDERED AS EXCLUDING IN ANY ITEM IN THEM.

8. T SHALL BE THE DUTY OF THE CONTRACTOR TO VERIFY ALL

DIMENSIONS AND CONDITIONS GIVEN ON THE DRAWINGS AND TO

REPORT TO THE ARCHITECT/ENGINEER ANY ERROR OR

INCONSISTENCY WITH THE ACTUAL CIRCUMSTANCES IN THE FIELD

BEFORE COMMENCING WORK. THE GENERAL CONTRACTOR SHALL BE

RESPONSIBLE FOR ANY AND ALL ITEMS REQUIRED TO PROVIDE A

SITE CLEAR OF OBSTRUCTIONS (ABOVE & BELOW GRADE) AND D
GRADED TO SPECIFIED ELEVATIONS.

9. ALL BIDDERS: THE GENERAL CONTRACTOR AND ALL MAJOR
SUBCONTRACTORS SHALL VISIT THE SITE TO FAMILIARIZE
THEMSELVES WITH THE EXISTING CONDITIONS UNDER WHICH THE
WORK IS TO BE PERFORMED PRIOR TO SUBMITTING BID.

10. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR, TO
PROVIDE ALL SITE SUB—CONTRACTORS/BIDDERS WITH FULL AND
COMPLETE SETS OF ALL CIVIL DRAWINGS AND DIVISION 2
SPECIFICATIONS FOR THEIR USE IN PREPARING BIDS. THE GENERAL
CONTRACTOR/CONSTRUCTION MANAGER SHALL BE RESPONSIBLE FOR
ANY AND ALL DELAYS AND COSTS ARISING DURING CONSTRUCTION
FROM BIDS BASED UPON INCOMPLETE SETS OF SITE DOCUMENTS.

OWNER /APPLICANT
MONTGOMERY COUNTY

DEPARTMENT OF GENERAL SERVICES
101 MONROE STREET, 11TH FLOOR
ROCKVILLE, MARYLAND 20850
ATTN: MS. SUSANNE CHURCHILL
TEL: (240) 777-6113
FAX: (240) 777-9952

CAUTION: IF THIS DRAWING IS A REDUCTION,
GRAPHIC SCALE MUST BE USED
(ORIGINAL SIZE = 30"x 42")

GRAPHIC SCALE A

30 0 15 30 60 120
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( IN FEET )
1 inch = 30 ft.

MONTGOMERY COUNTY

DEPARTMENT OF GENERAL SERVICES
OFFICE OF PLANNING AND

101 MONROE STREET, 11TH FLOOR
ROCKVILLE, MARYLAND 20080

Olney Library Addition &

Renovation

Design

Development

2700 S. QUINCY STREET
ARLINGTON, VA
T: 703-998-01014 F: 703-898-7798

www.lukmire.com

N ADTEK

CIVIL, STRUCTURAL, SPECIALTY ENGINEERING
& LANDSCAPE ARCHITECTURE

Patrick East Business Center

97 Monocacy Bivd., UnitH
Frederick, Maryland 21701

Phone: 301-6624408 Fax: 301-062-7484

www.adiekengineers.com

REGISTRATION:

| HEREBY CERTIFY THAT THESE DOCUMENTS ARE PREPARED OR
APPROVED BY ME, AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE OF
MARYLAND, LICENSE NO. 26524, EXPIRATION DATE: 19 JULY 2011.
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Design Development

2 | 12-11-2009
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PARKING TABULATION

STANDARD SPACES (9'X 18)..ecvereemnereneces 86

ACCESSIBLE SPACES (8'x 18")....ccvvccuuncinne. 3

VAN ACCESSIBLE SPACES (11'x 18)............ 1

TOTAL EXISTING..e.coruiumssusecmsssmsecssssssssssssnes 90

STANDARD SPACES (9'x 18)....cvumuciunecnns 83

ACCESSIBLE SPACES (8'x 18").....ccocurnecrene. 3

VAN ACCESSIBLE SPACES (8'x 18’)............ 1

TOTAL PROPOSED.........conemmmermssressrssssssssens 87

VICINITY MAP
SCALE: 1" = 2,000't
(WSSC GRID: 225 NW 3)
MONTGOMERY COUNTY
ADC MAP PAGE: 5049
GRID: K—6
(39th EDITION)
OWNER/APPLICANT
MONTGOMERY COUNTY
LEGEND DEPARTMENT OF GENERAL SERVICES

101 MONROE STREET, 11TH FLOOR
ROCKVILLE, MARYLAND 20850
ATTN: MS. SUSANNE CHURCHILL
TEL: (240) 777-6113
FAX: (240) 777-9952

PROPERTY LINE _———————
BOLLARD b
STORM DRAIN [ = m

WATERLINE (SEE

APPR’'D WSSC DRAW'S
FOR INSTALLATION)

SANITARY SEWER (SEE

APPR'D WSSC DRAW'S —_
FOR INSTALLATION)

GAS LINE
ELECTRICAL LINE
TELEPHONE LINE
CABLE TV LINE
CHAIN—-LINK FENCE

LIGHT POLE
(SEE ELECTRICAL DWG'S) 0

CONC CURB & GUTTER
SEE DETAIL 1, SHEET C-3D

PROP. BUILDING / /
(SEE ARCH DWG'S)
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REQUIREMENT PROPOSED CONDITIONS

MAIN BLDG FROM STREET 40 FEET 70 FEET
SIDE YARD—-ONE SIDE 12 FEET 31 FEET

SIDE YARD—SUM OF BOTH SIDES 25 FEET 78 FEET
REAR YARD 30 FEET 150 FEET
ACCESSORY BLDG FROM STREET 65 FEET N/A
ACCESSORY BLDG FROM REAR/SIDE 7 FEET N/A

MAX. BUILDING HEIGHT 3 STORIES OR 50 FEET| 1 STORY @ 35 FEET

REAR 30 FEET 20 FEET (EXISTING)

PARKING LOT SETBACK

SIDE 12 FEET 20 FEET (EXISTING)
INTERIOR GREENSPACE IN PARKING LOT | 5% 7.5%
REQUIRED PARKING SPACES 45 83+4 HC — 87 TOTAL

TOTAL SITE ACREAGE: 2.50 AC

EXISTING IMPERVIOUS: 1.08 AC

PROPOSED IMPERVIOUS 1.47 AC (IMPERVIOUS AT END OF CONSTRUCTION)
EXISTING IMPERVIOUS: 43.2%

PROPOSED IMPERVIOUS: 58.8%

EXISTING BUILDING SQUARE FOOTAGE (FOOTPRINT): 15,228 SQ.FT.
PROPOSED BUILDING SQUARE FOOTAGE (FOOTPRINT): 20,377 SQ.FT.

EXISTING BUILDING GROSS SQUARE FOOTAGE (INTERIOR): 15,228 SQ.FT.

PROPOSED BUILDING GROSS SQUARE FOOTAGE (INTERIOR):
TOTAL: 20,377 SQ.FT.

CAUTION: IF THIS DRAWING IS A REDUCTION,
GRAPHIC SCALE MUST BE USED

MISS UTILITY

CALL "MISS UTILITY AT 1-800—257—7777, 48 HOURS PRIOR TO THE START OF WORK. THE (ORIGINAL SIZE = 30"x 427)
EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WITH UNDERGROUND FACILITIES IN

THE AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES LOCATED BY THE UTILITY GRAPHIC SCALE
COMPANIES PRIOR TO COMMENCING EXCAVATION. BEFORE EXCAVATION THE CONTRACTOR IS

RESPONSIBLE FOR CALLING TICKET CHECK AT 1—866—821—4226 TO VERIFY THAT ALL UTILITIES » 0 © T & 120
HAVE BEEN MARKED, 48 HOURS AFTER CALLING MISS UTILITY. THE EXCAVATOR IS RESPONSIBLE E!;E;—
FOR COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY CODE.

( IN FEET )
1 inch = 30 ft.
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DEPARTMENT OF GENERAL SERVICES
OFFICE OF PLANNING AND
DEVELOPMENT
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REGISTRATION:

| HEREBY CERTIFY THAT THESE DOCUMENTS ARE PREPARED OR
APPROVED BY ME, AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE OF
MARYLAND, LICENSE NO. 26524, EXPIRATION DATE: 19 JULY 2011.
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2 |12-11-2009 | Mandatory Referral
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MISS UTILITY

CALL "MISS UTILITY AT 1-800-257-7777, 48 HOURS PRIOR TO THE START OF WORK. THE
EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WITH UNDERGROUND FACILITIES IN
THE AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES LOCATED BY THE UTILITY
COMPANIES PRIOR TO COMMENCING EXCAVATION. BEFORE EXCAVATION THE CONTRACTOR IS
RESPONSIBLE FOR CALLING TICKET CHECK AT 1-866—821-4226 TO VERIFY THAT ALL UTILITIES
HAVE BEEN MARKED, 48 HOURS AFTER CALLING MISS UTILITY. THE EXCAVATOR IS RESPONSIBLE
FOR COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY CODE.

VEHICULAR PATH

VICINITY MAP

SCALE: 1" = 2,000't
(WSSC GRID: 225 NW 3)

MONTGOMERY COUNTY
ADC MAP PAGE: 5049
GRID: K—6
(39th EDITION)

OWNER/APPLICANT
MONTGOMERY COUNTY

DEPARTMENT OF GENERAL SERVICES
101 MONROE STREET, 11TH FLOOR
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ATTN: MS. SUSANNE CHURCHILL
TEL: (240) 777-6113
FAX: (240) 777-9952
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CAUTION: IF THIS DRAWING IS A REDUCTION,
GRAPHIC SCALE MUST BE USED

(ORIGINAL SIZE = 30"x 42”)
GRAPHIC SCALE
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REGISTRATION:

| HEREBY CERTIFY THAT THESE DOCUMENTS ARE PREPARED OR
APPROVED BY ME, AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE OF
MARYLAND, LICENSE NO. 26524, EXPIRATION DATE: 19 JULY 2011.

NO. DATE  ISSUE DESCRIPTION

1 | 11-18-2000 | Design Development

2 |12-11-2009 | Mandatory Referral

AE PROJECT NO: 13210
DRAWN BY: LYv
CHECKED BY: SPB
KEY PLAN:

PEDISTRIAN &
VEHICULAR
CIRCULATION

@ PLAN

SHEET TITLE:

1"=30'

C-0C

Oviginal drawing Is 30" x 42°. Soals entiles accordingly ¥ reduced



CLIENT:
\
T SITE NARRATIVE AND FOREST SUMMARY
o= — T GENERAL NRI/FSD NOTES
INTRODUCTION
1. THIS PROPERTY IS ZONED R-200.
o 2B : 2. THE TOTAL TRACT AREA IS 2.50 ACRES. Haines Land Design completed a Forest Stand Delineation for the project known as
_6252 3 ﬁll-\rlENESEIEENVI\:/)ODRE};YéﬁISLECEtRFORMEDlN MARCH, 2008 BY MICHAEL NORTON, Olney Library in Montgomery County, MD, in March 2008. The delineation was
400 - ——— - 4. THIS SITE IS WITHIN THE UPPER ROCK CREEK WATERSHED. USE Ill conducted using the guidelines set forth in the M—NCPPC and Trees Technical Manual).
URBAN LAND 5. THIS PROPERTY IS NOT WITHIN AN SPA OR PMA. ' .
6. THERE WERE NO WETLANDS ON OR WITHIN 100’ OF THE PROPERTY GENERAL INFORMATION
B — OBS s ORT).
S 7 TEEEEYSI,EE,((D E,_EOEI,EDF;LZT,\), ON THE PROPERTY. SOURCE OF THE INFORMATION The 2.5 acre site is comprised of Parcel 964. There is an existing library located on
IS FROM FEMA ONLINE FIRMETTE MAPS this site. There are no forest stands on this site. The site is surrounded by
A 8. TOPOGRAPY AND BOUNDARY SURVEY WAS PROVIDED PERFORMED BY residential properties on the west and south sides of the property. There are
nt Stri MERIDIAN SURVEYS, INC, IN MARCH, 2008. commercial buildings located on the north and east sides of the property. This site
Fain ripe ‘(\ P\\(\ 9. THERE ARE NO PRIME AGRICULTURAL SOILS ARE ON THE PROPERTY. W {OCO;eg at 3500 Olney Loytonsville Road. The site lies within the Upper Rock Creek
10. ALL TREES 24" AND GREATER ON THE PROPERTY ARE SURVEY LOCATED AND atersned.
Paint Stripe P\ZOB MEASURED WITH A FORESTERS DIAMETER TAPE MEASURE. MONTGOMERY COUNTY
\%O Q\@ 11. ALL TREES 24" AND GREATER OFFSITE AND FENCED IN BY ADJACENT OWNERS ENVIRONMENTAL FEATURES MARYLAND
Paint Stripe \6’ & \& ARE LOCATED AND MEASURED BY OCCULAR ESTIMATE ONLY. ALL MANMADE
\QY\bo @? STRUCTURES OFFSITE ARE LOCATED BY AVAILABLE AERIAL PHOTOGRAPHS 100 YEAR FLOOD PLAIN DEPARTMENT OF GENERAL SERVICES
'\‘«\\/\,, AND/OR OCCULAR ESTIMATE. OFFEICE OF PLANNING AND
s 12. ALL TREES UNDER 24" ONSITE ARE MEASURED BY OCCULAR ESTIMATE ONLY. There is no 100—yr floodplain on or near this site per the FEMA maps.
WS ¢ 13. NO RARE, THREATENED OR ENDANGERED SPECIES WERE OBSERVED ON OR DEVELOPMENT
7 PRI Y\ A /v o N S ; 7 e P?V 2 - OFFSITE AT THE TIME OF THE FIELD INVESTIGATION. SOILS 101 MONROE STREET, 11TH FLOOR
— 4 an . = o== g\ I A —\ @0‘“ @‘@ 14. THERE ARE NO COUNTY CHAMPION TREES OR TREES WITHIN 75% OF THE The Soil Survey of Montgomery County, Maryland, describes the soil types that are ROCKVILLE, MARYLAND 20850
\’\@ ' ' ' - . n@\g" ™0, CURRENT CHAMPION ON THE PROPERTY. present on the property. The general soils association of this area of Montgomery VICINITY MAP
< 4 . < 15. Llislf_rgilocpgﬁ:ll'z\;DOES NOT APPEAR IN THE LOCATIONAL ATLAS AND INDEX OF County is the Gaila Silt Loam. (V%S'A\éEGR?D =2225’O,(313V,i3) G PROJECT:
&, Soil type 66UC — Wheaton — Urban land complex, 8 to 15 percent slopes. Typical MONTGOME.RY COUNTY H i
\*'\'\ JAMES : of this soil, it has been graded, cut, filled, or otherwise disturbed during stabilization. ADC MAP PAGE: 5049 Olney Ll_brary A?Idltlon &
Nl:\)l/l_—SD TABULATlON TAB LE Yards, open areas between buildings and streets, and other areas that have not been GRID: K—6 Renovatlon DQS|gn
; urbanized are suitable for lawns, shade and ornamental trees, shrubs, vines and (39th EDITION) D |
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WELDED WIRE FENCE
14/14 GA. GALVANIZED WIRE

oryx 4’ OPENING * MIN. METAL ‘T’ FENCE POSTS

DRIVEN 2’ INTO THE
GROUND

FLAGGING

117 X 15 WEATHERPROOF SIGNS
SECURED TO FENCE @30’ O.C. (MAXD

STANDARD SYMBOL

SECURE FENCING TO METAL POSTS

NUOTES

LOCATION AND LIMITS OF FENCING SHALL COORDINATED IN FIELD WITH ARBORIST.

BOUNDARIES 0OF PROTECTION AREA SHOULD BE STAKED
PRIOR TO INSALLING PROTECTIVE DEVICE,

ROOT DAMAGE SHOULD BE AVOIDED
PROTECTIVE SIGNAGE IS REQUIRED

FENCING SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION,

TREE PROTECTION FENCE SHALL NOT BE REMOVED
WITHOUT PRIOR CONSENT OF MNCPPC INSPECTOR

IREE PROTECTION FENCE D TAIL

NOT TO SCALE

ROOT PRUNING

INSTALL TREE PROTECTION
FENCE WITHIN 6” OF TRENCH LINE

INSTALL SEDIMENT CONTROL
FENCING WITHIN ROOT PRUNE TRENCH

ROOT PRUNE DEPTH VARIES*

ROOT PRUNING TRENCH NG’ MAXIMUM WIDTH

CRITICAL ROOT ZONE . AREA OF CONSTRUCTION

NOTES:

RETENTION AREAS TO BE ESTABLISHED AS PART OF THE FOREST CONSERVATION
PLAN REVIEW PROCESS.
. BOUNDARIES 0OF RETENTION AREAS TO BE STAKED, FLAGGED AND/OR FENCED
PRIOR TO TRENCHING.
. EXACT LOCATION OF TRENCH SHOULD BE IDENTIFIED IN FIELD WITH M-NCPPC.
. TRENCH SHOULD BE IMMEDIATELY BACKFILLED WITH SOIL REMOVED OR ORGANIC SOIL.
. ROOTS SHOULD BE CLEANLY CUT USING VIBRATORY KNIFE, VERMEER V2050 ROOT
CUTTER, OR OTHER ACCEPTABLE EQUIPMENT.

* ROOT PRUNE TO A DEPTH ONLY REQUIRED FOR SUPER SILT FENCE OR AS
DETERMINED AT THE PRECONSTRUCTION MEETING.

FOREST RETENTION AREA SIGNAGE

IREE
PROTEC TION
ARE A
NO DISTURBANCE

PERMITTED
BEYOND THIS POINT

AREA Db
PROTECCION
DE ARBOLES

NO SE PERMITE TRABAJAR
NI DEJAR MATERIALES EN EL
AREA ATRAS DE ESTE
ROTULO

NOTE:

SIGNAGE FOR FOREST RETENTION AREA

TO BE PLACED 30’ 0.C. WHEN PLACED ON FENCE

1. Attachment of signs to trees is prohibited.

2. Signs should be properly maintained.

3. Avoid injury to roots when placing posts for the signs.

Site Inspections, Sequence of Construction for Tree Save Plan
Inspections

There shall be three inspections for the Tree Save Plan.

A. The Planning Department must conduct field inspections of a site subject to an approved tree
save plan as follows:

1. After the limits of disturbance have been staked and flagged, but before any clearing or
grading begins (the purpose of the meeting should be to field verify the limits of clearing specified
on the approved plan, authorize necessary adjustments, and to authorize necessary stress

reduction measures and installation of protection devices);

2. After necessary stress reduction measures have been completed and the protection measures
have been installed, but before any clearing or grading begins (the purpose of the meeting should
be to field verify that both measures have been done correctly and to authorize clearing and grading);

3. After completion of all construction activities to determine the level of compliance with the
provisions of the tree save plan;

B. These inspections must be requested by the Contractor at the designated points.

Notes

1. The attendants at the pre—construction meeting should include: owner, construction
superintendent, MD licensed tree expert or ISA certified arborist, M—NCPPC inspection staff, sediment
control inspector and Takoma Park Arborist.

2. Tree protection measures not specified on the tree save plan may be required as determined
by M—NCPPC inspector in coordination with the MD licensed tree expert or ISA certified arborist
and Takoma Park Arborist.

M-NCPPC STANDARD NOTES FOR EXEMPTION

Please include the following notes on tile Exemption plan:
a. An on-site pre-construction meeting shall be required after the limits of

disturbance have been staked and flagcd, but before any clearing or grading
begins The owner shall contact the Maryland National Capital Park and
Planning Commission inspection staff prior to commencing construction to
verify the limits of disturbance and discuss tree protection and tree protection
measures. The attendants at this meeting should include developer's
representative construction superintendent ISA certified arborist or MD
licensed tree expert that will implement the tree protection measures, M-
NCPPC inspector, and DPS sediment control inspector

. No clearing or grading shall begin before stress-reduction measures have

been implemented. Appropriate measures may include, but are not limited
to:

I. Root pruning

ii. Crown Reduction pruning

iii. Watering

iv. Fertilizing

v. Vertical mulching

vi. Root aeration matting

Measures not specified on the Exemption plan be required as determined by
the MNCPPC inspector in coordination with the arborist.

. A State of Maryland licensed tree expert, or an International Society of

Arboriculture certified arborist must perform all stress reduction measures
Documentation of stress reduction measures must be either observed by the
MNCPFC inspector or sent to the MNCPPC inspector at 8787 Georgia
Avenue, Silver Spring, MD 20910 The MNCPPC inspector will determine the
exact method to convey the stress reductions measures the pre-construction
meeting.

. Temporary tree protection devices shall be installed per the Exemption Plan

and prior to any construction activities. Tree protection fencing locations

should be staked prior to the pit-construction meeting MNCPPC inspector, in

coordination with the DPS sediment control inspector, may make field

adjustments to increase the survivability of trees and forest shown as saved

on the approved plan temporary tree protect devices may include:

i. Chain link fence: (four feet high)

ii. Super silt fence with wire strung between the support poles (minimum 4
feet high) with high visibility flagging

iii. 14 gauge 2 inch x 4 inch welded wire fencing supported by steel T-bar
posts (minimum 4 feet high) with high visibility flagging

. Temporary protection devices shall be maintained and installed by the

contractor for the duration of construction project and must not be altered
without prior approval from MNCPPC. No equipment, trucks, materials, or
debris maybe stored within the tree protection fence areas during the entire
construction project. No vehicle or equipment access to the fenced area wall
be permitted Tree protection shall not be removed without prior approval of
MNCPPC. Tree protection devices to be coordinated with erosion and

sediment control devices as indicated on the approved Erosion and Sediment
Control plan approved by the Department of Permitting Services.

Forest retention area signs shall be installed as required by the MNCPPC
inspector, or as shown approved plan.

. Periodic inspections by MNCPPC will occur during the construction project.

Corrections and repairs to all tree protection devices, as determined by the
MNCPPC inspector, must be made within the timeframe established by the
MNCPPC inspector.

. After construction is complete, an inspection shall be requested.

Corrective measures which may be required include:

I. Removal and replacement of dead and dying trees

ii. Pruning of dead or declining limbs

iii. Soil erosion

iv. Fertilization

v. Watering

vi. Wound repair

vii. Clean up of retention areas

After inspection and completion of corrective measures have been
undertaken, all temporary protection devices shall be removed from the site.
No additional grading, sodding, or burial may take place.

I TILITY

CALL "MISS UTILITY AT 1-800—-257—-7777, 48 HOURS PRIOR TO THE START OF WORK. THE
EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WITH UNDERGROUND FACILITIES IN
THE AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES LOCATED BY THE UTILITY
COMPANIES PRIOR TO COMMENCING EXCAVATION. BEFORE EXCAVATION THE CONTRACTOR IS
RESPONSIBLE FOR CALLING TICKET CHECK AT 1-866—821—4226 TO VERIFY THAT ALL UTILITIES
HAVE BEEN MARKED, 48 HOURS AFTER CALLING MISS UTILITY. THE EXCAVATOR IS RESPONSIBLE
FOR COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY CODE.
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PLANTING SPECIFICATIONS

SCOPE : Consists of supplying the planting trees, shrubs and herbaceous materials (groundcovers)
including the staking of trees as specified herein and the supplying of materials, labor, equipment and work
related services necessary for same as specified herein.

The work of this section includes, but is not limited to:

mulching fertilizing
watering wrapping

soil preparation staking

planting plant materials
maintenance replacement

MATERIALS: Wherever the following items appear in the specifications, they shall be as follows:

Topsoil The Contractor shall provide required natural, friable, fertile, fine sandy loam possessing the
characteristics of representative topsoil in the vicinity which produce heavy growths of vegetation. The
topsoil shall be free from subsoil, noxious weeds, stones, lime, cement, ashes, slag or other deleterious
matter. Topsoil shall be well drained in its original condition and free of toxic quantities of acid or alkaline
elements. It shall contain sand and clay in approximately equal proportions, and shall have an organic
content by weight of not less than 2% nor more than 20% as determined by laboratory tests. The pH shall
be between 6 and 7.

Water Shall be furnished by the Contractor for the execution of all work specified in this contract. The
Contractor shall verify that the water available is suitable for irrigation and free from ingredients harmful to
plant life.

Peat Shall be only moss (sphagnum) peat; brown acid reaction approximately 4 to 5 pH; of standard
commercial quality delivered to the site in bags or other convenient containers, in air dry condition. Peat
shall be fully warranted by the producer.

Brace Stakes: Wood brace stakes shall be common lumber or the sizes in the following table:

Tree Size Brace Stakes
1"-2.8 or< 8’ tall 2"%x2"x96”
2.5"=3" or > 8’ tall 2"x2"x24",2"x2"x30” for conifers

Wire shall be good commercial quality of galvanized wire. Wire used to stake trees shall be No. 12 gauge
minimum.

g'ose Eollars: Hose collars shall be new two ply fabric bearing garden hose not less than 2 inch inside
iameter.

PLANT MATERIAL STANDARDS :

Association of Nurserymen, Inc., as published in the "American Standard for Nursery Stocks”, latest

edition. No substitutions of size or grade shall be permitted without written permission from the Landscape
Designer. Each bundle of plants and all separate plants shall be properly identified with the legible
waterproof tags securely fastened to each plant or bundle of plants. They shall remain on the plants until
final inspection.

Health All plants including their roots shall be free from disease, insects, or other injurious qualities. All
local, state, and federal laws pertaining to the inspection, sale, and shipment of plant materials shall be
complied with. The trunk bark of all trees shall be sound, trees shall have no large wounds, and any small
wounds shall have a satisfactory callus roll formed or forming over them. Plants shall show good annual
grc|>wth. Buds shall be plump and well filled for the species. Evergreen foliage shall be of good intense
color.

Quality : Al plants shall be true to type; they shall have normal, well-developed branch systems, and a
vigorous fibrous root system; they shall be sound, healthy, vigorous plants free from defects, disfiguring
knots, sunscald injuries, abrasions of the bark, plant diseases, insect eggs, borers, and all forms of
infestation. All new plants shall be nursery grown.

Ball and Burlap: All balled and burlapped plants shall conform to the "American Standard for Nursery
Stock”, latest edition. All balls shall be of natural earth in which the plant has been growing. No
manufactured or artificially produced or mudded—balls shall be accepted. Balls shall be firm and unbroken,
and of large enough size to adequately enclose the plant’s fibrous root system.

Plant List: The list of plants furnished with the specifications is for the information of the Contractor. The
height and caliper of trees, the height or spread of shrubs, the diameter of the balls of roots are the
minimum dimensions required. Plants indicated "B&B” are to be dug with a ball of earth and wrapped in
burlap.

Measurements : Shall conform to those specified on the plant list except as follows:
Oversize plants may be used only after approval by the designer.
Use of such plants shall not increase the contract price.

Height and spread dimensions indicated refer to the main body of the plant and not from branch tip to
branch tip. All trees and shrubs shall be measured when their branches are in normal position. Trees shall
have straight trunks with the leader intact, undamaged and uncut.

Inspection The Planting Contractor shall be responsible for all inspection and approval of the plant
material that may be required tc?/ state, federal and other authorities, and he shall secure any permits and
certificates that may be required.

All plants shall be subject to inspection, and approval at place of growth before digging, or upon
delivery, for quality, size and variety; such approval shall not impair the right of rejection at the
project site during progress of the work, for size, condition of balls, roots, latent defects or
injuries. Rejected plants shall be removed immediately from the project site

DIGGING AND HANDLING :

Protection from extremes in exposure and rough handling shall be provided all plant materials during
transport and storage.

All plant materials shall be assembled in one location on the job site to permit inspection and approval by
the designer. The Contractor shall notify the designer five (5) working days prior to planting so that a
mutually agreeable time may be arranged for inspection. Stock with broken root balls or loose containers,
and stock which shows evidence of being root—bound, over—grown, or recently canned, or in the

opinion of the designer is damaged or improperly cared for, shall be removed from the site

immediately and replaced at the Contractor’'s expense with another plant meeting the original specifications.
Plants shall not be pruned prior to approval by the designer.

PROCEDURE :
Tree Planting

Layout All trees shall be located as designated in the field by the planting plan. Where below
ground or overhead obstructions are encountered, the trees shall be relocated by the designer.

Planting Pits: Shall be a diameter two (2) times the diameter of the ball of the tree or container diameter.
The depth of the pit shall be enough to accommodate the ball or roots of the tree when the tree is set to
finish grade. Prior to 3” of existing soil shall be mixed with the topsoil at a 1:1

ratio to reduce puddling beneath plantings. Planting islands within the parking lot shall be brought to

final grade with 6" of planting soil.

Planting Soil Preparation: Mix then one part peat moss with five parts topsoil.
Mix all components thoroughly before backfilling.

Pruning: All shrubs shall be neatly pruned or thinned immediately after planting in accordance with best
standard practices and as directed by the designer. Broken or bruised branches shall be removed with a

clean cut. Each shrub shall be pruned to preserve its natural form or character and in a
to its particular requirements. All pruning and thinning shall be done with sharp, clean tool

Mulch : Shall be applied to all shrub beds and pits to a depth of 3” and to all herbaceous
depth of 2" & evenly around the sides of the tree, outside of the ball.

All stakes shall be oriented to a line parallel with the normal prevailing winds, or as directe
the designer. See planting details for staking locations.

TEMPORARY STORAGE AND HEELING—IN:

manner appropriate
s.

planting beds to a
d by

No heel—in plant material will be accepted, nor will any temporary heeling—in storage be permitted.

Plant material unloaded and accepted by the inspector shall be immediately transported to the planting site and
planted. Material left out of ground overnight or left with its roots bare to the sun, or otherwise unprotected during
transit, unloading or storage shall be rejected by the designer, if in his judgment such lack of protection has caused

damage to the roots of the plant or in any other way injured the plant material.

MAINTENANCE :

The planting contractor shall be required to make periodic checks on the total project to make certain that the
materials are properly cared for and that the sum of all conditions are contributing to the satisfactory progress of the

materials, until such time as the work is approved by the designer.
INSPECTION AND ACCEPTANCE :

Inspection of this work will be made by the designer at the conclusion of the planting period

upon written notice by

the Contractor at least five (5) days prior to anticipated date. Condition of all plant materials will be noted and

recorded for reference.

After inspection, the planting contractor will be notified in writing by the designer if there are
requirements for acceptance of the work.

GUARANTEE AND REPLACEMENT:

Trees and shrubs shall be guaranteed for a maximum of one full year of growing seasons after installation and shall
be alive and in satisfactory condition at the end of the guarantee period. Such guarantee excludes vandalism.

DEFINITION FOR FURNISHED AND INSTALLING PLANT MATERIAL

The unit price contained in the bid proposal for furnished and installing plant and shrub material shall be defined to

include furnishing and installing material, all planting soils (if applicable), staking and a guara
growing season %excluding vandalism).

PUBLIC UTILITIES:

1. Care shall be exercised in excavation near utilities. If at any time Contractor
damages the utilities in place through negligence or carelessness, Contractor shall
pay for the full cost of repairing such damages. Contractor shall notify the
appropriate person in the office of any utility whose lines may be affected.

2. The locations of utilities shown on the plans are approximates only and do not
necessarily indicate all the utilities that may be encountered during construction.
The failure of a utility to be shown on the plans does not relieve Contractor of the
responsibility for any injuries he may inflict on the utility, and in case of injury, it
shall be repaired at the expense of the Contractor.

3. Whenever other utilities are encountered whose present grade would conflict with
the new construction, Contractor shall notify Landscape Architect, who shall
arrange revisions without unreasonable delay. Trenching or tunneling under
existing utilities, culverts, etc., and providing temporary support shall be done at
no additional expense to Owner.

GUARANTEE AND REPLACEMENT: The Contractor will guarantee survival

of plants (each species) after one year. If at this time the total number of plants has
fallen below this threshold, the Contractor will make a one—time replacement to bring
plant numbers to the 100% levels for each species. Care shall be taken such that the
activities involved in replacement planting do not cause damage or detrimental effect to
the surviving flora. Any plants damaged by these activities will also be replaced by the
Contractor to the 100% threshold.

Trees, shrubs and ground covers shall be guaranteed for 1 year after installation and
shall be alive and in satisfactory condition at the end of the guarantee period.
Such guarantee excludes vandalism.

DEFINITION FOR FURNISHED AND INSTALLING PLANT MATERIAL: The price

contained in the bid proposal for furnished and installing plant and shrub material shall be
defined to include furnishing and installing material, all planting soils (if applicable), staking a
a guarantee for 12 months (excluding vandalism).

PROTECTION OF PRIVATE PROPERTY: Contractor shall repair or replace all fences,
concrete walls, concrete curbs, gravel and asphalt driveways, signs, culverts, and all other

any deficiencies of the
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miscellaneous improvements, at no additional expense to Owner, damaged by Contractor due to

his operations on the project, to a condition equal to or better than their condition before
construction.

JOB CONDITIONS:

1.  Examine and evaluate grades, soils and water levels, observe the conditions under which
work is to be Jnerformed, and notify the Landscape Architect of unsatisfactory conditions.
Do not proceed with the work until unsatisfactory conditions have been corrected in an
acceptable manner.

2. Utilities: Review underground utilities location maps and plans provided by owner;
demonstrate an awareness of utility locations, and certify acceptance of liability for the
protection of utilities during course of work. Contractor shall be responsible for any
damage to utilities or property.

3. Excavation: When conditions detrimental to plant growth are encountered, such as
rubble fill, adverse drainage conditions, or obstructions, notify Landscape Architect
before planting.

Setting of Trees: Before setting the trees, pits shall be watered. All plants shall be placed at such a level that, after settlement,

the natural relationship between the original grade at which the plant grew, the ball shall be 1/8
higher than the finish grading. Trees shall be planted plumb, oriented for desired effect as directed
by the designer. Topsoil shall be tamped under and around the base of each ball to fill all voids
and shall be placed in 6 to 8 inch layers, each thoroughly tamped and puddled. Burlap shall be
removed from the sides and top of balls and from under the balls. When planting bare root trees,
care shall be taken to work topsoil in around the roots and to spread them in a natural position
before backfilling. Shallow basin or saucers a little larger than the diameter of the ball shall be
formed around all trees to hold additional water.

Mulch Shall be applied to all tree pits to a depth of 3".

Pruning: All trees shall be neatly pruned after planting in accordance with the best standard
practices and as directed by the designer. The tree shall be pruned to preserve its natural form and
character and in @ manner appropriate to its particular requirements. In general, at least one third
of the deciduous trees shall be removed by thinning or shortening of branches but no leaders shall
be cut. All pruning shall be done with clean, sharp tools.

Shrub and Herbaceous Materials: (groundcover)

Layout Herbaceous planting beds and shrub pit locations shall be designated by the designer in
accordance with the plant list and the tentative locations shown on the planting plan. The general
form of the planting bed shall be staked out and excavations performed within the stakes.

Preparation of Herbaceous Planting Beds The ground shall be thoroughly broken to a depth of 12 inches.

The top 4 inches shall be worked by the contractor until the soil is completely fined and in a mellow condition

to finish grade. All organic material shall either be worked into the soil or removed from the site.
Clumps shall be removed from the site. All shall be performed perpendicular to the direction of
surface drainage. All holes, depressions and rivulets shall be filled and brought to a smooth grade.

Shrub Planting Pits : Shall not have vertical sides. The diameter of the pits shall be two times greater than
the diameter of the ball or containerof the shrub. The depth of the pit shall be enough to accommodate the

ball or roots of the shrub when the shrub is set to finish grade. 3" of existing soil shall be mixed
with the topsoil at a 1:1 ratio to reduce puddling beneath plantings.

Shrub Planting Soil: Mix one part peat moss with five parts topsoil. Mix all components thoroughly
before backfilling.

Setting of Shrubs: All materials shall be planted 2" higher in relation to the finish grade as they had before
transplanting. The depth of the holes, as hereafter specified, shall be understood to be the depth below
finish grade. Balled and burlapped plants shall have topsoil tamped under the balls. All burlap, ropes,
staves, etc., shall be taken off the tops of the balls and removed from the ball before backfilling. Roots of
bare root plants shall not be left matted together, but shall be arranged in natural positions and shall have
topsoil worked in among them. All broken and frayed roots shall be properly removed by trimming.

The Backfill of Topsoil: Shall be tamped in successive 8" layers. When the hole has been 2/3 backfilled,
water shall be poured in filling the hole, and allowed to soak away so that all voids or air pockets under or
around the roots are eliminated. After the water has soaked away, the hole shall be completely backfilled
with "topsoil”. After the backfill settles, additional soil shall be filled in, to the level of the finish grade. A
shallow saucer of soil shall be formed around the edge of each hole to hold additional water.

MISS UTILITY

CALL "MISS UTILITY AT 1-800-257-7777, 48 HOURS PRIOR TO THE START OF WORK. THE
EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WITH UNDERGROUND FACILITIES IN THE
AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES LOCATED BY THE UTILITY
COMPANIES PRIOR TO COMMENCING EXCAVATION. BEFORE EXCAVATION THE CONTRACTOR IS
RESPONSIBLE FOR CALLING TICKET CHECK AT 1-866—-821-4226 TO VERIFY THAT ALL UTILITIES
HAVE BEEN MARKED, 48 HOURS AFTER CALLING MISS UTILITY. THE EXCAVATOR IS RESPONSIBLE
FOR COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY CODE.

KEY | BOTANICAL NAME COMMON NAME SIZE FORM | SPACING | QUANTITY | COMMENTS
OWNER /APPLICANT
MONTGOMERY COUNTY
TREES DEPARTMENT OF GENERAL SERVICES
ntee for one year or 04— MONROE—STREET—HFH—FLGOR
ROCKVILLE, MARYLAND 2085(
CA CARPINUS CAROLINIANA AMERICAN HORNBEAM 2"CAL. B&B SHOWN 6 ATTN: MS. SUSANNE CHURCHIILL
TECT(230) 777—06T113
CF | CORNUS FLORIDA "CHEROKEE PRINCESS” CHEROKEE PRINCESS DOGWOOD 6'—8’ B&B SHOWN 4 ORNAMENTAL TREE FAX: (240) 777—-9952
CK | CORNUS KOUSA KOUSA DOGWOOD 4-5 B&B SHOWN 2 ORNAMENTAL TREE
QA | QUERCUS ALBA WHITE OAK 2" CAL | B&B SHOWN 3
QP | QUERCUS PHELLOS WILLOW OAK 2" cAL | B&B SHOWN 1
UP | ULMUS PARVIFOLIA 'BOSQUE’ 'BOSQUE’ ELM 2" CAL. | B&B SHOWN 1
GRASSES
AV ANDROPOGON VIRGINICUS BROOM SEDGE 2 PLUG | 18" O.C. 231
CA | CALAMAGROSTIS ACUTIFLORA 'KARL FORSTER’ | KARL FORSTER FEATHER REED GRASS 2" pLUc | 18" o.c. 180
Ic IMPERATA CYLINDRICA 'RED BARON’ JAPANESE BLOOD GRASS 2" PLUG | 18" O.C. 420
MS | MISCANTHUS SINENSIS 'YAKU—JIMA’ DWARF MAIDEN GRASS 2" PLUG | 18" O.C. 268
PA PENNISETUM ALOPECUROIDES 'HAMELIN’ DWARF FOUNTAIN GRASS 2" PLUG | 18" o.C. 412
nd
SOD & SEED MIX DESCRIPTIONS
SOD SOD —TALL FESCUE/KENTUCKY BLUEGRASS SQUARE YARD - STABILIZATION AROUND SCHOOL
*LAWN— MD CERTIFIED TALL FESCUE (85%)
S—1 SEED PERENNIAL RYEGRASS (10%) 150LBS/ACRE - STABILIZATION
KENTUCKY BLUEGRASS (5%)
COMPANION | ANNUAL RYEGRASS COMPANION CROP -
SEED FOR MIXES AS REQUIRED 30LBS/ACRE STABILIZATION
ALTERNATE — SOD ALL GRASS AREAS: CONTRACTOR TO FURNISH AND INSTALL SOD IN LIEU OF SEED.

BASE BID: CONTRACTOR TO PROVIDE SEEDING AND SOD IN AREAS AS SPECIFIED.

* FERTILIZER AT RATE BASED UPON SOIL SAMPLE RESULTS; LIME RATE BASED UPON SOIL SAMPLE RESULTS
** COVER WITH STRAW MULCH & LIME@ RATE OF 2 TONS/ACRE
SITE STABILIZATION NOTE:
ALL DISTURBED AREAS ARE TO BE STABILIZED WITH SHA SEED MIX NO. 1 FOR SLOPES LESS THAN 4:1
ALL DISTURBED AREAS ARE TO BE STABILIZED WITH MD CERTIFIED SOD FOR SLOPES EQUAL TO 4:1 TO SLOPES 3:1.

ALL DISTUBED AREAS GREATER THAN 3:1 SHALL BE STABILIZED WITH SHA SEED MIX NO. 1, AT A RATE OF 125 LBS./ACRE

NOTE: FOR ALL DISTURBED AREAS NOT SHOWN OR COVERED ON THE LANDSCAPE PLAN, SEE
PERMANENT SEEDING REQUIREMENTS ON EROSION & SEDIMENT CONTROL DRAWINGS.

NOTES:
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. REMOVE ALL POTS AND WIRE AND CUT CONTAINER CLEANLYA WAY FROM ROOTS.

PRUNE ONLY DEAD, DECAYED, BROKEN,
CROSSING, AND INWARD GROWING BRANCHES

ROOT COLLAR LEVEL WITH FINISHED GRADE
CREATE 3" SAUCER ON OUTSIDE EDGE OF PIT

3" SHREDDED MULCH, TAPERED TO 0" AT THE

e d
HH—H——GENTLY COMPACTED NATIVE SOIL

UNDISTURBED SOIL

\M:I T (o] ROOTO Alds
T = "Z A INUUTUOMNCE

OR CONTAINER DIA. MIN.

SECTION
N.T.S.

. REMOVE BURLAP FROM TOP HALF OF ROOT BALL.

CONTAINER PLANTINGS MAKE 4 TO 5 VERTICAL CUTS TO THE ROOT BALL BEFORE SETTING IN PLACE.
PRUNE ALL DAMAGED, DISEASED, OR WEAK LIMBS AND ROOTS.

CLEANLY PRUNE ALL DAMAGED ROOT END;S TEASE ROOTS OF CONTAINER GROWN STOCK.

DO NOT ALLOW ROOTS TO DRY OUT DURING INSTALLLATION PROCESS.

DEEP WATER AFTER PLANTING.

TRUNK \

N

(

[TTLITT

4

J
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PRUNE ONLY DEAD, DECAYED, BROKEN,
CROSSING AND INWARD GROWING
BRANCHES (NEVER PRUNE LEADER)

REINFORCED RUBBER HOSE (BLACK)

DOUBLE STRAND NO. 12 GAUGE WIRE,
TWISTED

SURVEYORS FLAGGING (WHITE)

3" SHREDDED MULCH TAPERED TO 0" AT
THE TRUNK

HARDWOOD STAKE AT 90 DEGREE ANGLE
TO WIRE (2' INTO UNDISTURBED EARTH), 3
STAKES PER TREE

EXISTING GRADE / UNDISTURBED SOIL

CUT BURLAP, ROPE AND WIRE BASKET

FROM TOP 1/2 OF BALL

.:.mrﬂr

NATIVE SOIL WITH INOCULANT

STAKES AND WIRES MUST BE REMOVED NO LATER THAN 12 MONTHS AFTER PLANTING.

PLANTING HOLE SHALL BE DUG BY A BACKHOE OR OTHER MACHINE AND FINISHED BY HAND.

IF SURROUNDING SOIL IS COMPACTED AS DETERMINED BY INSPECTOR AN AREA UP TO 5 TIMES THE DIA.
OF THE ROOT MASS SHALL BE EXCAVATED OR ROTOTILLED TO A 1' DEPTH AND THE SOIL SHALL BE

AMENDED.

DO NOT DAMAGE OR CUT LEADER.

ROOT FLAIR EVEN WITH LEVEL OF UNDISTURBED GROUND.

DEEP WATER AFTER PLANTING.

Detail No. Detail No.
LANDSCAPE SHRUB DECIDUOUS PLANTS - (2" Caliper or Larger)
‘ The Maryland-National Capital Park and Planning Commission ‘ The Maryland-National Capital Park and Planning Commission
4 5 6 7

SPACE PLANTING IN
ACCORDANCE WITH PLANT
SCHEDULE

TAMP SOIL EXCAVATED FROM
HOLE OVER TOP ROOT MASS
FILLING ALL VOIDS AND AIR

POCKETS.

EXCAVATE HOLE 1-1/2 BY 1-1/2
TIMES THE WIDTH AND DEPTH OF
THE ROOT MASS OR CONTAINER SIZE

/ FINISHED GRADE

= .
TN AL
150—-200mm —/ —.Qm: ~~~~~~~~~~~~~~

TILLED SUBGRADE AT T e T e e T e ey

BACKFILL/PLANTING SOIL

Groundcover & Ornamental Grasses Planting Detail
NOT TO SCALE

/-% NORTON LAND DESIGN LLC

811 RUSSELL AVENUE, SUITE 301

=>———— GAITHERSBURG, MD 20879

—~ £ p.301.216.9650 £.301.216.9649
www.NORTONLANDDESIGN.com

(ORIGINAL SIZE = 30°x 427)
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CLIENT:

PLANTING SPECIFICATIONS Pruning: All shrubs shall be neatly pruned or thinned immediately after planting in accordance with best

SCOPE: Consists of supplying the planting trees, shrubs and herbaceous materials (groundcovers) standard practices and as directed by the designer. Broken or bruised branches shall be removed with a

N " " e : . s N lean cut. Each shrub shall be pruned to preserve its natural form or character and in a manner appropriate
luding the stak ft fied h d th | f materials, labor, t and K cleq . ) p ., WP ve . Pprop
Irrécl:qlile:jngserv?cessan;ncgesgqryref%sr gznfgeglslespec?frizg] r?:rein. € supplying of materials, ldbor, equipment and wor to its particular requirements. All pruning and thinning shall be done with sharp, clean tools.
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Mulch : Shall be applied to all shrub beds and pits to a depth of 3" and to all herbaceous planting beds to a
depth of 2" & evenly around the sides of the tree, outside of the ball.

The work of this section includes, but is not limited to:

lchi fertilizi All stakes shall be oriented to a line parallel with the normal prevailing winds, or as directed by
;I"qlf(gri:;g :rq'p';i':g the designer. See planting details for staking locations.

A . . A
:fé'ntf’r:gepc‘mtm“ ;}gr‘j{"%qteﬁqls TEMPORARY STORAGE AND HEELING—IN:
maintenance replacement

No heel—in plant material will be accepted, nor will any temporary heeling—in storage be permitted.

MATERIALS: ~ Wherever the following items appear in the specifications, they shall be as follows: Plant material unloaded and accepted by the inspector shall be immediately transported to the planting site and

: . : : : ) : lanted. Material left out of ground overnight or left with its roots bare to the sun, or otherwise unprotected during
Topsoil The Contractor shall provide required natural, friable, fertile, fine sandy loam possessing the plante A . . e .
characteristics of representative topsoil in the vicinity which produce heavy growths of vegetation. The ans't’ utnlogﬁlmg 0{' st?rctlﬁe slhaI!( be rejected tt;‘y the dqsn.gneg, tltf'n in IhISt JUd%m?'}t such lack of protection has caused
topsoil shall be free from subsoil, noxious weeds, stones, lime, cement, ashes, slag or other deleterious amage to the roots of the plant or In any other way injured the plant material.

matter. Topsoil shall be well drained in its original condition and free of toxic quantities of acid or alkaline
elements. It shall contain sand and clay in approximately equal proportions, and shall have an organic

gg"iee%e?n w6ei%lr11td °7f. not less than 2% nor more than 20% as determined by laboratory tests. The pH shall The planting contractor shall be required to make periodic checks on the total project to make certain that the

MAINTENANCE :

MONTGOMERY COUNTY

P
/"

materials are properly cared for and that the sum of all conditions are contributing to the satisfactory progress of the V‘\sq“ \35 MARYLAND
. . g4 s . materials, until such time as the work is approved by the designer. « ps\@
Water Shall be furnished by the Contractor for the execution of all work specified in this contract. The \\‘5 / O
Contractor shall verify that the water available is suitable for irrigation and free from ingredients harmful to INSPECTION AND ACCEPTANCE : V&}\‘ S TO N E / DEPARTMENT OF GENERAL SERVICES
plant life. ' \/\\ﬁ - / | OFFICE OF PLANNING AND
Inspection of this work will be made by the designer at the conclusion of the planting period upon written notice by ’\"' /

% _

Peat Shall be only moss (sphagnum) peat; brown acid reaction approximately 4 to 5 pH; of standard
commercial quality delivered to the site in bags or other convenient containers, in air dry condition. Peat
shall be fully warranted by the producer.

DEVELOPMENT
the Contractor at least five (5) days prior to anticipated date. Condition of all plant materials will be noted and

XA EA (KL R : /
recorded for reference. i [ “ e w AN 5 /I T P \/ : 101 MONROE STREET, 11TH FLOOR
VAL NN ‘ R i ROCKVILLE, MARYLAND 20850
g 70—CS VICINITY MAP

A
i

After inspection, the planting contractor will be notified in writing by the designer if there are any deficiencies of the
requirements for acceptance of the work.

Brace Stakes: Wood brace stakes shall be common lumber or the sizes in the following table:

. SCALE: 17 = 2,000'% G  PROJECT:
Tree Size Brace Stakes GUARANTEE AND REPLACEMENT: 3 3 _U E (WSSC GRID: 225 NW 3) . ..
1"-2.5" or< &' tall 2"%2"xQ6" T : : : : MONTGOMERY COUNTY Olney Library Addition &
25"—3" or > 8 tall 27%2"x24™ 2x2"x30” for conifers breesl' and Zhr'ubs ?('hcfl" 1EJe gucur%r]f.eed ftorthq ma;nmfur{'nh of one f;l" year gr ggowur?g secsca(n afterl |gstallot|c(>jn I.cmd shall S ADC MAP !DAGE: 5049 R . .
e alive and in satisfactory condition at the end of the guarantee period. Such guarantee excludes vandalism. GRID: K—6 enovation DQSIgn
Wire shall be good commercial quality of galvanized wire. Wire used to stake trees shall be No. 12 gauge L \/ TS I__ MCDPS (39th EDITION) Development
minimum. DEFINITION FOR FURNISHED AND INSTALLING PLANT MATERIAL :
Hose Collars: Hose collars shall be new two ply fabric bearing garden hose not less than 2 inch inside The unit price contained in the bid proposal for furnished and installing plant and shrub material shall be defined to bv QUWNER/APPLICANT N
diameter. include fuenishin% and installing r'natgriolF: all planting soils (if applicable ,pstoking and a guarantee for one year or APPR AI_ MONTGOMERY COUNTY Olney, Maryland 20832
PLANT MATERIAL STANDARDS : growing season (excluding vandalism). DEPARTMENT OF GENERAL SERVICES PROJECT NO.: Client Proj. No.

101 MONROE STREET, 11TH FLOOR
ROCKVILLE, MARYLAND 20850

ATTN: MS. SUSANNE CHURCHILL The Lukmire Partnership, Inc.
Architecture Planning Interiors

TEL: (240) 777-6113
S TO N E FAX: (240) 777-9952 _
=

Association of Nurserymen, Inc., as published in the "American Standard for Nursery Stocks”, latest

edition. No substitutions of size or grade shall be permitted without written permission from the Landscape PUBLIC UTILITIES:
Designer. Each bundle of plants and all separate plants shall be properly identified with the legible :
waterproof tags securely fastened to each plant or bundle of plants. They shall remain on the plants until 1

final inspection, Care shall be exercised in excavation near utilities. If at any time Contractor

damages the utilities in place through negligence or carelessness, Contractor shall o
Al pay for the full cost of repairing such damages. Contractor shall notify the o l ,

Health All plants including their roots shall be free from disease, insects, or other injurious qualities.

local, state, and federal laws pertaining to the inspection, sale, and shipment of plant materials shall be appropriate person in the office of any utility whose lines may be affected.

complied with. The trunk bark of all trees shall be sound, trees shall have no large wounds, and any small 2.  The locations of utilities shown on the plans are approximates only and do not ,

wounds shall have a satisfactory callus roll formed or forming over them. Plants shall show good annual necessarily indicate all the utilities that may be encountered during construction. a7 ——
growth. Buds shall be plump and well filled for the species. Evergreen foliage shall be of good intense The failure of a utility to be shown on the plans does not relieve Contractor of the .

color. responsibility for any injuries he may inflict on the utility, and in case of injury, it < / F

shall be repaired at the expense of the Contractor.

Quality : Al plants shall be true to type; they shall have normal, well—developed branch systems, and a

vigorous fibrous root system; they shall be sound, healthy, vigorous plants free from defects, disfiguring 3. Whenever other utilities are encountered whose present grade would conflict with 2700 S. QUINCY STREET
knots, sunscald injuries, abrasions of the bark, plant diseases, insect eggs, borers, and all forms of the new construction, Contractor shall notify Landscape Architect, who shall
infestation. All new plants shall be nursery grown. arrange revisions without unreasonable delay. Trenching or tunneling under %\««\\ /\ ARLINGTON, VA 22206
existing utilities, culverts, etc., and providing temporary support shall be done at - T: 703-998-01014 F: 703-998-7798
Ball and Burlap: All balled and burlapped plants shall conform to the "American Standard for Nursery no additional expense to Owner. SCALE: 1”=1 O’_o” . '
Stock”, latest edition. All balls shall be of natural earth in which the plant has been growing. No LEGEND : www.lukmire.com
manufactured or artificially produced or mudded—balls shall be accepted. Balls shall be firm and unbroken, o
and of large enough size to adequately enclose the plant’s fibrous root system. GUARANTEE AND REPLACEMENT: The Contractor will guarantee survival ©
of plants (each species) after one year. If at this time the total number of plants has A
Plant List: The list of plants furnished with the specifications is for the information of the Contractor. The fallen below this threshold, the Contractor will make a one—time replacement to bring § ‘
height and caliper of trees, the height or spread of shrubs, the diameter of the balls of roots are the plant numbers to the 100% levels for each species. Care shall be taken such that the N W W STORM DRAIN
minimum dimensions required. Plants indicated "B&B” are to be dug with a ball of earth and wrapped in activities involved in replacement planting do not cause damage or detrimental effect to
burlap. the surviving flora. Any plants damaged by these activities will also be replaced by the W WATEBUNE (SEE , CIVIL, STRUCTURAL, SPECIALTY ENGINEERING
Contractor to the 100% threshold. —_— APPR'D WSSC DRAW'S & LANDSCAPE ARCHITECTURE
Measurements : Shall conform to those specified on the plant list except as follows: T hrub g g hall b teed for 1 fter installati g FOR INSTALLATION) Patrick East Business Center
rees, shrubs and ground covers shall be guaranteed for 1 year after installation an 97 Monocacy Bivd., Unit H
Oversize plants may be used only after approval by the designer. shall be alive and in satisfactory condition at the end of the guarantee period. S SANIT’ARY SEWER (S!-:E SWM PLANTl NG SCH EDU |_E Frederick,M};ryI;nd21l701
Such guarantee excludes vandalism. S APPR’D WSSC DRAW'S Phone: 301-662-4408 Fax: 301-662-7484
Use of such plants shall not increase the contract price. FOR INSTALLATION) SWM FACILITY BOTANICAL NAME COMMON NAME SiZE FORM SPACING COMMENTS www.adtekengineers.com
KEY
Height apd spread dimensions indicated refer to the main body of the plant a_nd not from pn:anch tip to DEFINITION FOR FURNISHED AND INSTALLING PLANT MATERIAL: The price GAS LINE QUANTITY
branch tIE). All trees gnd shrubs Shq" be measured when their branches are in normal position. Trees shall contained in the bid proposql for furnished and instqlling plqnt and shrub material shall be ELECTRICAL LINE
have straight trunks with the leader intact, undamaged and uncut. defined to include furnishing and installing material, all planting soils (if applicable), staking and E
| tion The Planting Contract hall b ble f 0 t' q | of the olant a guarantee for 12 months (excluding vandalism). TELEPHONE LINE GRASSES
nspection The Planting Contractor shall be responsible for all inspection and approval of the plan
m<£<=%riolt tha;ch Tqy begbrequired tay state, federapl and other authoﬁties, and he F;Fl)mll secure anF))l permits and PROTE(ETION IIOF PRIVA'I;E PRObPERTY: Clontrgctor hshlctllldrepqir or replace ?II rftences,d I oth CABLE TV LINE REGISTRATION:
certificates that may be required. concrete walls, concrete curbs, gravel and asphalt driveways, signs, culverts, and all other _ CAREX STRICTA TUSSOCK SEDGE " ” 0.C. )
Y q miscellaneous improvements, at no additional expense to Owner, damaged by Contractor due to CHAIN—LINK FENCE S 70 2 PLUG 187 0C NATIVE
All plants shall be subject to inspection, and approval at place of growth before digging, or upon his (;pergtions on the project, to a condition equal to or better than their condition before . LIGHT POLE
delivery, for quality, size and variety; such approval shall not impair the right of rejection at the construction. ’ ” ”
project site during progress of the work, for size, condition of balls, roots, latent defects or (SEE ELECTRICAL DWG'S) JE 33 JUNCUS EFFUSUS SOFT RUSH 2 PLUG 18" 0.C. NATIVE
injuries. Rejected plants shall be removed immediately from the project site JOB CONDITIONS:
BOULDER/STONE » »
DIGGING AND HANDLING: 1.  Examine and evaluate grades, soils and water levels, observe the conditions under which @ / PV 51 PANICUM VIRGATUM SWITCH GRASS 2 PLUG 18" 0.C. NATIVE
. . . . . . work is to be performed, and notify the Landscape Architect of unsatisfactory conditions.
frotectlftn frgmtextremes in exposure and rough handling shall be provided all plant materials during Do nott br_;roceed with the work until” unsatisfactory conditions have been corrected in an
ransport and storage. acceptable manner.
. . . o S P BED OF GRASSES SEED MIXES
All plant materials shall be assembled in one location on the job site to permit inspection and approval by 2. Utilities: Review underground utilities location maps and plans provided by owner; STABILIZATION DAM
the designer. The Contractor shall notify the designer five (5) working days prior to planting so that a demonstrate an awareness of utility locations, and certify acceptance of liability for the 1-QC PLANT TYPE & QUANTITY SoD SOD -TALL FESCUE/KENTUCKY BLUEGRASS SOD Sob SQUARE YARD - EMBANKMENT
mutually agreeable time may be arranged for inspection. Stock with broken root balls or loose containers, protection of utilities during course of work. Contractor shall be responsible for any
and stock which shows evidence of being root—bound, over—grown, or recently canned, or in the damage to utilities or property.
ini f the desi is d d i | d for, shall b df the sit — e e — * - % .
immediately and replaced at the Contractor's expense with another plant meeting the original specifications. 3. Excavation: When conditions detrimental to plant growth are encountered, such as e CDPS LANDSCARE so1 | TEED PoreNAL rveoRAse (rom) ) SEED SEED 150LBS/ACRE _ STABILIZATION NO. DATE _I1SSUE DESCRIPTION
Plants shall not be pruned prior to approval by the designer. L‘étf’ct)’:f: f':')llgn%ﬂ‘éerse drainage conditions, or obstructions, notify Landscape Architect KENTUCKY BLUEGRASS (5%) 1 |12-11-2009 | Mandatory Referral
PROCEDURE :
S1 — LAWN SEED MIX - SEED SEED 25LBS/ACRE - STABILIZATION
Tree Planting S1—-LAWN SEED MIX S-2 *RETENTION SEED MIX D
85% MD CERTIFIED TALL FESCUE
Layout All trees shall be located as designated in the field by the planting plan. Where below 10% PERENNIAL RYEGRASS
ground or overhead obstructions are encountered, the trees shall be relocated by the designer. 5% KENTUCKY BLUEGRASS ggg;ANION égguall.xngEstAggqggégANION CROP SEED SEED 30LBS/ACRE _ STABILIZATION
Planting Pits: Shall be a diameter two (2) times the diameter of the ball of the tree or container diameter. — — S2—RETENTION SEED MIX
The depth of the pit shall be enough to accommodate the ball or roots of the tree when the tree is set to 25% ALOPECURUS ARUNDINACEUS CREEPING FOXTAIL
finish grade. Prior to 3" of existing soil shall be mixed with the topsoil at a 1:1 25% ELYMUS VIRGINICUS VIRGINIA WILD RYE .
|f'gti<|> to gedug& psq’ddléngI betr]eath !?Iantings. Planting islands within the parking lot shall be brought to %g% géECE))éTIVSULSPé,I:ICB)II'\’?AEA ;%ﬁég%ﬁgs / ROUGH BENTGRASS . EE)F\\’/EII;IZVEII%PZBFR,SA%?ASU If‘(;\IHD SOIL SAMPLE RESULTS.
inal grade wi of planting soil. o
9 P 9 5%  POA PALUSTRIS FOWL BLUEGRASS SITE STABILIZATION NOTE:
. . . . L . 4%  BIDENS CERNUA NODDING BUR MRIGOLD ’
Planting Soil Preparation: Mix then one part peat moss with five parts topsoil. 3% SPARGANIUM EURYCARPUM GIANT BUR REED ALL DISTURBED AREAS ARE TO BE STABILIZED WITH LAWN SEED MIX FOR SLOPES LESS THAN 3:1 UNLESS NOTED
Mix all components thoroughly before backfilling. 3% VERBENA HASTATA BLUE VERVAIN ALL DISTURBED AREAS ARE TO BE STABILIZED WITH MD CERTIFIED SOD FOR SLOPES EQUAL TO 3:1 OR STEEPER.
. 2% JUNCUS EFFUSUS SOFT RUSH
g‘;’;g’r‘g S":tt?:;e?;]e trees, pits shall be watered. All plants shall be placed at such o level that, after settlement 2%  SCIRPUS ATROVIRENS GREEN BULRUSH NOTE: FOR ALL DISTURBED AREAS NOT SHOWN OR COVERED ON THE LANDSCAPE PLAN,
the natural relationship ’between the original grade at which the plant grew, the ball shall be 178 ’ %é gg:gggg %ﬁg}_’,‘#ﬁ’_fus mﬁ# EEmSD BULRUSH SEE PERM. SEEDING REQUIREMNTS ON EROSION & SEDIMENT CONTROL DRAWINGS.
higher than the finish grading. Trees shall be planted plumb, oriented for desired effect as directed 1% MIMULUS RINGENS SQUARE STEMMED MONKEY FLOWER
by the designer. Topsoil shall be tamped under and around the base of each ball to fill all voids 1;, SOLIDAGO PATULA ROUGH—LEAVED GOLDENROD
and shall be placed in 6 to 8 inch layers, each thoroughly tamped and puddled. Burlap shall be ° MCDPS SHEET NO.10 of10
removed from the sides and top of balls and from under the balls. When planting bare root trees, * OVERSEED WITH ANNUAL RYEGRASS AS A COMPANION CROP AND EROSION CONTROL — —
care shall be taken to work topsoil in around the roots and to spread them in a natural position
before backfilling. Shallow basin or saucers a little larger than the diameter of the ball shall be MCDPS
formed around all trees to hold additional water. APPROVED FOR: C
Mulch Shall be applied to all tree pits to a depth of 3”. \ STORMWATER MANAGEMENT:
PRUNE ONLY DEAD, DECAYED, BROKEN, ’
Pruning: All trees shall be neatly pruned after planting in accordance with the best standard CROSSING, AND INWARD GROWING BRANCHES
practices and as directed by the designer. The tree shall be pruned to preserve its natural form and
character and in @ manner appropriate to its particular requirements. In general, at least one third
gf thet de;:fiuous treesh s"hcgl b: remo;/:d Iby thinrr:ing ,?" Ishortening of branches but no leaders shall PRUNE ONLY DEAD, DECAYED, BROKEN, A/E PROJECT NO: 13210
e cut. runing shall be done with clean, sharp tools. ROOT COLLAR LEVEL WITH FINISHED GRADE CROSSING AND INWARD GROWING
praning ! P CREATE 3" SAUCER ON OUTSIDE EDGE OF PIT ' BRANCHES (NEVER PRUNE LEADER) izégERDiINAgEn%?TANPL ANT DRAWN BY: LYV
Shrub and Herbaceous Materials: (groundcover) SCHEDULE REVIEWED CHECKED BY SPB
N REINFORCED RUBBER HOSE (BLACK) :
Layout Herbaceous planting beds and shrub pit locations shall be designated by the designer in s . o N
accordance with the plant list and the tentative locations shown on the planting plan. The general 3" SHREDDED MULCH, TAPERED TO 0" AT THE NE
form of the planting bed shall be staked out and excavations performed within the stakes. TRUNK = ~ ':T)\?V?S?‘;DSTRAND NO. 12 GAUGE WIRE, APPROVED KEY PLAN:
XN §/ TAMP SOIL EXCAVATED FROM EXCAVATE HOLE 1-1/2 BY 1—1((2
Preparation of Herbaceous Planting Beds The ground shall be thoroughly broken to a depth of 12 inches. SN HOLE OVER TOP ROOT MASS TIMES THE WIDTH AND DEPTH OF
The top 4 inches shall be worked by the contractor until the soil is completely fined and in a mellow condition —_—— AN : == A S—r SURVEYORS FLAGGING (WHITE) FILLING ALL VOIDS AND AIR THE ROOT MASS OR CONTAINER SIZE
to finish grade. All organic material shall either be worked into the soil or removed from the site. l:m:m \\>/\\ \\> TTT—TTT—ITT—  GENTLY COMPACTED NATIVE SOIL = POCKETS.
Clumps sho]l be removed from the §ite. All sball be performeq perpendicular to the direction of :M:M:& \//\ N _:M:M:M: 3" SHREDDED MULCH TAPERED TO 0" AT FINISHED GRADE
surface drainage. All holes, depressions and rivulets shall be filled and brought to a smooth grade. l_m_m_| /\ . : \// _m_m_m_l THE TRUNK
SlIESII=S= S\ KAN=NZINEE - oistureen soil SEDIMENT CONTROL TECHNICAL
Shrub Planting Pits : Shall not have vertical sides. The diameter of the pits shall be two times greater than = | = | = | R X | (—| | [ =TT=TT= REQUIREMENTS:
the diameter of the ball or containerof the shrub. The depth of the pit shall be enough to accommodate the E|||E|||E|||§E|||E|||E|||E|||E|||E|||E|||:|||- HARDWOOD STAKE AT 90 DEGREE ANGLE STORM NN/ ATER
ball or roots of the shrub when the shrub is set to finish grade. 3” of existing soil shall be mixed |:|||:|||:|||:|||:|||:|||:|| :|||:|||:|||:| TO WIRE (2' INTO UNDISTURBED EARTH), 3 T B
with the topsoil at a 1:1 ratio to reduce puddling beneath plantings. == = = TT=T =T === STAKES PER TREE .M I /. SEVIEWED
=
EXISTING GRADE / UNDISTURBED SOIL _/ B PLANTING
Shrub Planting Soil: Mix one part peat moss with five parts topsoil. Mix all components thoroughly - I 'I'ILLEI.'}SgJBZ(g)I'\C’)AT)? '
before backfilling. WHE =2 —"ROOTBAE B — ]
illing OR CONTAINER DIA. MIN. CUT BURLAP, ROPE AND WIRE BASKET IEIEEEEEEEIE PLAN
Setting of Shrubs: All materials shall be planted 2" higher in relation to the finish grade as they had before FROM TOP 1/2 OF BALL BACKFILL/PLANTING SOIL T T TR T e T
transplanting. The depth of the holes, as hereafter specified, shall be understood to be the depth below SECTION APPROVED DATE
fi{\ish gratde. thllllleéi c!(ncli< burlgfpe(ﬁd flcmts fsr;ﬁll Ea\llle to%soil tcumpzjedf und<=;(|;1 thg Illmtljs% AIIb bul:flplllP' ropeRs, ts of N.T.S. NATIVE SOIL WITH INOCULANT
staves, etc., shall be taken o e tops of the balls and removed from the ball before backfilling. Roots o . .
bare root plants shall not be left matted together, but shall be arranged in natural positions and shall have Groundcover & Ornamental Grasses Plontlng Detail .
topsoil worked in among them. All broken and frayed roots shall be properly removed by trimming. NOT TO SCALE ADMINISTRATIVE REQUIREMENTS:
The Backfill of Topsoik Shall be tamped in successive 8” layers. When the hole has been 2/3 backfilled, NOTES: N
water shall be poured in fiIIing the hole, and allowed to soak away so that all voids or air pockets under or 1. REMOVE ALL POTS AND WIRE AND CUT CONTAINER CLEANLYA WAY FROM ROOTS. REVIEWED DATE
around the roots are eliminated. After the water has soaked away, the hole shall be completely backfilled 1. STAKES AND WIRES MUST BE REMOVED NO LATER THAN 12 MONTHS AFTER PLANTING.
with “topsoil”. After the backfill settles, additional soil shall be fililed in, to the level of the finish grade. A 2. REMOVE BURLAP FROM TOP HALF OF ROOT BALL. SHEET TITLE:
shallow saucer of soil shall be formed around the edge of each hole to hold additional water. 2. PLANTING HOLE SHALL BE DUG BY A BACKHOE OR OTHER MACHINE AND FINISHED BY HAND. -
3. CONTAINER PLANTINGS MAKE 4 TO 5 VERTICAL CUTS TO THE ROOT BALL BEFORE SETTING IN PLACE. s IF SURROUNDING SOIL IS COMPACTED AS DETERMINED BY INSPECTOR AN AREA UP TO 5 TIMES THE DIA. SEDIMENT CONTROL PERMIT NO.
4. PRUNE ALL DAMAGED, DISEASED, OR WEAK LIMBS AND ROOTS. OF THE ROOT MASS SHALL BE EXCAVATED OR ROTOTILLED TO A 1' DEPTH AND THE SOIL SHALL BE
AMENDED.
5. CLEANLY PRUNE ALL DAMAGED ROOT END;S TEASE ROOTS OF CONTAINER GROWN STOCK.
MMLJH 4. DO NOT DAMAGE OR CUT LEADER. /%NORTON LAND DESIGN LLC MCDPS APPROVAL OF THIS PLAN WILL EXPIRE ONE YEAR FROM A
CALL "MISS UTILITY AT 1-800-257—7777, 48 HOURS PRIOR TO THE START OF WORK. THE 6 PONOTALLOWROOTS TO BRY OUT DURING INSTALLLATION PROCESS. 5. ROOT FLAIR EVEN WITH LEVEL OF UNDISTURBED GROUND. 811 RUSSELL AVENUE, SUITE 301 T DATNLESE THE  PERMI TAS BEEN. EXTENDED. "
EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WITH UNDERGROUND FACILITIES IN 7. DEEP WATER AFTER PLANTING. GAITHERSBURG. MD 20879
THE AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES LOCATED BY THE UTILITY 6.  DEEP WATER AFTER PLANTING. \_/V% 301 2169650f3(31 216.9649
COMPANIES PRIOR TO COMMENCING EXCAVATION. BEFORE EXCAVATION THE CONTRACTOR IS Detail No. " . Detail No. \/\jp. o B
RESPONSIBLE FOR CALLING TICKET CHECK AT 1-866—821—4226 TO VERIFY THAT ALL UTILITIES LANDSCAPE SHRUB DECIDUOUS PLANTS - (2" Caliper or Larger) www.NORTONLANDDESIGN.com NOTE: MCDPS APPROVAL DOES NOT NEGATE SHEET NUMBER:
HAVE BEEN MARKED, 48 HOURS AFTER CALLING MISS UTILITY. THE EXCAVATOR IS RESPONSIBLE ‘The Maryland-National Capital Park and Planning Commission ‘The Maryland-National Capital Park and Planning Commission THE NEED OF A MCDPS ACCESS PERMIT
FOR COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY CODE. (ORIGINAL SIZE = 30”x 427)
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Metal standing seam Metal standing seam roof - ©:12 slope - evations are assumed to
roof - ©:12 5|OP6 show new work U.O.N. MARYLAND
@ Insulated metal wall panels DEPARTMENT OF GENERAL SERVICES
2. Column lines are not shown Division of Building Design and
Metal standing seam roof - 3:12 slope - w/ curved edge on diagonal column grids. Construction

, , 101 MONROE STREET, 11TH FLOOR
Segmented aluminum curtain wall 3, See specifications ROCKVILLE, MARYLAND 20850
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